
Emergency Option

  Reference Guide

Refer to the Outdoor Emergency
Application Guide at http://ablweb
for further details.

M aximum W attage 
Capability Lamp Included Socket Type

AS / AST 100W (AS1), 250W (AS2) No DC Bayonet
KSE 250W No DC Bayonet
KSF 250W No DC Bayonet
KAD / KADT 250W No DC Bayonet
KVF 250W No DC Bayonet
KVS 250W No DC Bayonet
KVE 250W No DC Bayonet
KVR 250W No DC Bayonet
KAR 250W No DC Bayonet
KKS 250W No DC Bayonet
KKR 250W No DC Bayonet
MR / MRT 100W (MR1), 250W (MR2) No DC Bayonet
KQS 250W No DC Bayonet
ASW 100W No DC Bayonet
W SR, W ST, W SQ 25W Yes DC Bayonet
W FL3 100W No DC Bayonet
TW H 250W No DC Bayonet
TW P 150W No DC Bayonet
TW A, TW AC 100W No DC Bayonet
VGR_C 25W Yes DC Bayonet
VGO1C, VGO2C 25W Yes DC Bayonet
VGO3C 25W Yes DC Bayonet
TFA 250W No DC Bayonet
TFL 250W No DC Bayonet
TFR 250W No DC Bayonet
KFL3 100W No DC Bayonet
ASF2 250W No DC BayonetF
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Battery Pack ELDWR3

Lamp Options                  
(# of lamps/wattage)

Gateway® 

VGR1C, VGR2C

Architectural 
Sconce WSR, WST, 

WSQ, MRW*
AerisTM 

ASW

Emergency 
Light 

Output

Architectural 
Sconce       

WSR, WST

General 
Purpose 

TWP

Emergency 
Light 

Output

Architectural 
Sconce WSR, WST, 

WSQ, MRW*
13DTT (one lamp) X X 350 X X 700
2/13DTT X X 425
18DTT (one lamp) X X 300 X X 900 X
2/18DTT X X 525 X
26DTT (one lamp) X X X 450 X X 700 X
2/26DTT X X 725 X
26TRT (one lamp) X X X 450 X X 700 X
2/26TRT X X 725 X
32TRT (one lamp) X X X 575 X X 1250 X
2/32TRT X
42TRT (one lamp) X X X 750 X X 1250 X
2/42TRT X
1 Integral battery pack with 32° min. operating temp.  2 Integral battery pack with 0° min. operating temp.  
3 Remote ready fixture option for Bodine B30 battery pack, 32° min. operating temp.  Order ELDWRPS for Power Sentry PS1400 or PSDL3 remote ready fixture.
*Omero Wall (MRW) will be available Summer 2006.

ELDW1 ELDWC2

12-Volt Emergency Circuit ASW WSR WST WSQ TWAC
Min. size Quantum 

Emergency Unit …with time delay option**

DC12 (35-watt MR11 lamp) X X X X X ELM1254 ELM1254 N TD
2DC12 (2 - 35-watt MR11 lamps) X X X X X ELM1272 RO ELM1272 RO TD
DC2012 (20-watt MR11 lamp) X X X X X ELM1254 ELM1254 N TD
2DC2012 (2 - 20-watt MR11 lamps) X X X X X ELM1254 RO ELM1254 RO N TD
**Time delay option enables fixture to continue emergency mode operation after AC power has been restored while HID lamps to return to full illumination.


